




Operational Versatility
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Rotary Grip 

The hand grip of the XDCAM EX camcorders can rotate
approximately 120 degrees, which allows camera operators
to flexibly adjust the angle of the grip. This gives users
greater control and comfort when holding the camera from
any shooting position.

Built-in Stereo Microphone and Two-channel
Audio Input 

The XDCAM EX camcorders come equipped with a built-in
stereo microphone and two XLR audio input connectors for
connecting professional microphones or feeding an 
external-line audio source. These allow high-quality,
two-channel 16-bit, 48-kHz linear PCM uncompressed audio
to be recorded on the XDCAM EX camcorder.

PMW-EX1

PMW-EX3
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Wide Array of Interfaces  

The XDCAM EX camcorders come equipped with a wide
range of interfaces optimized for a variety of operational
needs, wide interoperability and flexible workflow. These
include an HD-SDI output, down-converted SD-SDI output,
i.LINK (HDV) input/output, and analog composite/
component output. Additionally, the PMW-EX3 camcorder is
equipped with the Timecode input/output and Genlock
input, allowing the camcorder to be used in the 
multi-camera system.

Interfaces

PMW-EX1 PMW-EX3

Input External MIC/LINE (XLR)

- Timecode (BNC)

- Genlock (BNC)

Output HD-SDI* or SD-SDI (BNC)

Component (Mini D)

- Composite (BNC)

A/V (A/V multi): Composite -

- S-Video

- Audio (RCA)

- Timecode (BNC)

Others i.LINK (HDV in/out)

USB

- Remote (8-pin)

*1080/23.98P recordings are output as1080/59.94i signals via 2-3 pull-down
conversion.

PMW-EX1

PMW-EX3

Operational Versatility
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Operational Versatility

Camera Remote Control (PMW-EX3 Only)

The PMW-EX3 camcorder comes equipped with a remote
control interface. Various camera settings can be remotely
controlled using an optional RM-B150 or RM-B750 Remote
Control Unit via its 8-pin remote connector.*

*Some controls on the RM-B150/B750 are not supported by the PMW-EX3
camcorder.

Adjustable Shoulder Pad and Cheek Pad
(PMW-EX3 Only)

The position of the shoulder pad of the PMW-EX3 camcorder
can be selected from two positions. In addition,
the PMW-EX3 camcorder is supplied with a detachable
cheek pad. Operators can always attain a comfortable
and well-balanced camera position, even when the 
camcorder is docked with long lenses.

RM-B150 RM-B750

Other Features  

ATW (Auto Tracing White Balance)

Built-in ND filter wheel: OFF: Clear, 1: 1/8ND, 2: 1/64ND

Selectable gain: -3, 0, 3, 6, 9, 12, 18 dB

High-speed picture search: x4, x15

Freeze Mix function

Skin-tone Detail control

Low-key saturation

IR Remote Commander™ unit

14
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XDCAM EX Recording Deck 

PMW-EX30

The PMW-EX30 deck is a highly versatile and affordable compact recording deck, and can be used
for many different applications. It allows simple viewing of recorded materials with a monitor,
dubbing to other format/media such as HDV™, XDCAM HD and HDCAM™, and feeding to nonlin-
ear editing systems. In addition, the PMW-EX30 deck can be used as an affordable full HD recorder
for event recordings - it can record HD signal outputs from a switcher.
The PMW-EX30 deck is equipped with a wide array of interfaces including HD-SDI input and output,
HDMI output, HD analog component, composite outputs and more. Equipped with two SxS PRO
memory card slots, the PMW-EX30 deck can record up to 140 minutes of HD footage using two 
16-GB SxS PRO memory cards.*  The recording time can be further extended up to approximately
260 minutes when an optional PHU-60K Professional Harddisk Unit is attached to the PMW-EX30 deck.

*In SP mode

Features

•Highly compact design - can be placed either horizontally
or vertically

•MPEG HD recording and playback at 35 and 25 Mb/s

•Equipped with two SxS PRO memory card slots

•Built-in 3.5-inch* LCD monitor  

•Comprehensive range of HD interfaces - HD-SDI input/

output, i.LINK (HDV) input/output and 

component output

•Down-converted SD outputs for migration to SD 
environments - SD-SDI, i.LINK (DVCAM), component, S-Video
and composite

•HDMI output for digital connection to a range of consumer
displays

•Adjustable audio input volume (CH1 and CH2)

*Viewable area measured diagonally

Recording Format

NTSC setting PAL setting

1920 x 1080 (HQ mode) 59.94i, 23.98P* 50i

1280 x 720 (HQ mode) 59.94P 50P

1440 x 1080 (SP mode) 59.94i 50i

15

Front Rear

*This capability is planned to be available with future software upgrade.
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Clip Browser Version 2 (Future release)

The Clip Browser software for the XDCAM EX products is a
simple-to-use PC application software that allows users to
easily browse and copy video clips recorded by the XDCAM
EX camcorder or deck to other devices such as hard disk
drives. It also serves as a bridge tool between a variety of
formats - converting XDCAM EX clips to be other file formats.
The Clip Browser software is available for both 
Windows-based PCs and Macintosh computers.

Features

• Browsing of video clips recorded by the XDCAM EX 
products

• Copy XDCAM EX's clip files from the SxS PRO memory card
to hard disk drive

• Combine segmented clips recorded across two SxS PRO
memory cards

• File format conversion from MP4 to other file formats:

> MXF format for export to XDCAM HD discs or MXF-based
nonlinear editing systems* (option)

> DV format for export to DV-based nonlinear editing 
systems

> AAF format for export to Avid nonlinear editing systems

> H.264/AVC format for field viewing on Sony PSP™, Apple
iPod/iPhone as well as WMV format* (option)

• Create sub clips with Mark IN/OUT operation

• Registration of metadata such as “title”,“creator” and
“comments” for a clip

• Registration of “Shot Mark” metadata for instant cue-up to
desired scenes

• Capture and create a still image file (BMP) for a desired
scene

*Requires an optional plug-in software supplied from MainConcept AG.
(http://www.mainconcept.com/plugin4clipbrowser)

System Requirements
Windows OS (32-bit version): 

Windows XP Home Edition (Service Pack 2 or later)
Windows XP Professional (Service Pack 2 or later)
Windows Vista Ultimate (Service Pack 1 or later)
Windows Vista Business (Service Pack 1 or later)
Windows Vista Home Premium (Service Pack 1 or later)
Windows Vista Home Basic (Service Pack 1 or later)

CPU: 
Intel Pentium IV Processor 1.2 GHz or higher 
(minimum)
Intel Core 2 Duo 2 GHz or higher 
(recommended)

RAM: 
Windows XP: 512 MB (minimum),
1 GB (recommended)
Windows Vista: 1 GB (minimum),
2 GB (recommended) 

Mac OS:
Mac OS X version 10.4.11 or later 
(including "Leopard")

CPU:
Intel Core 2 Duo 2 GHz or higher 
(recommended)

RAM:
1 GB (recommended)

The XDCAM EX products come with two application 
software packages that provide powerful yet easy and
intuitive management of recorded content. Included are
two versions of Clip Browser (Macintosh and PC 
versions) as well as the XDCAM Transfer application 
software for Apple Final Cut Pro nonlinear editing systems.

PDZK-P1* Ver. 2.7 XDCAM Transfer for Apple Final
Cut Pro Nonlinear Editing System (Future release)

The PDZK-P1 XDCAM Transfer is plug-in software for Apple
Final Cut Pro nonlinear editing systems that provides support
for MP4 files recorded by XDCAM EX systems. With this 
software installed on a Macintosh computer, the XDCAM EX
products or SxS PRO memory card can be mounted on Mac
Finder directly, and users can seamlessly import and edit
recorded material.

*The latest version of this software can be downloaded from Sony 
websites. Please contact your nearest Sony office or Authorized XL Reseller
for further information.

XDCAM EX Application Software

System requirements
OS: 
Mac OS X 10.4.10 or later 
(including “Leopard”)

CPU: 
Intel Core 2 Duo 2 GHz or higher
Intel Xeon 2 GHz or higher
PowerPC G5 2 GHz

RAM: 
1 GB or more

16

Clip Browser GUI (Windows)

Clip Browser GUI (Macintosh)
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PHU-60K Professional Harddisk Unit
The PHU-60K* is an external storage unit for XDCAM EX 
products that allows XDCAM EX clips to be recorded on to
its large-capacity 60-GB hard disk drive for up to 
approximately 200 minutes in HQ mode and 260 minutes in
SP mode.

• Large storage capacity of 60 GB

• Long recording time:
> Approximately 200 minutes in HQ mode and 260 minutes

in SP mode

• Can be easily attached to the XDCAM EX camcorder
using supplied shoe adaptor and cable (PHU Connection
Cable)**

• Can be easily attached to the PMW-EX30 deck using 
supplied cable (PHU connection cable)

*The PHU-60K does not support Slow & Quick Motion recording.

** To use the PHU-60K with the PMW-EX1 camcorder, a firmware update is
required. Please contact your nearest Sony office or Authorized XL Reseller for 
further information.

***PHU-60K is available through authorized Sony Media Resellers.

Optional Accessories

SBAC-US10 SxS Memory Card USB
Reader/Writer

The SBAC-US10 is an SxS PRO memory card reader/writer
that works on both Windows-based PCs and Macintosh
computers via a USB 2.0 interface. This compact and
portable device comes in handy in many situations such as
in location, desktop browsing and full-fledged editing.
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1/2-inch Type HD Lenses From Other Manufacturers

*Requires the 1/2-inch lens mount adaptor (L0-3830) supplied with the PMW-EX3 camcorder to attach these lenses to the PMW-EX3. Some lens functions are not supported by the PMW-EX3 
camcorder. For details of the lenses, please contact each lens manufacturer.

*A 32-GB SxS PRO memory card is planned to be released in the third quarter of  2008.

**Requires the lens mount adaptor supplied with the PMW-EX3 camcorder to attach this lens to the PMW-EX3.

Optional Accessories

SBP-16/8 
SxS PRO Memory Card*

San Disk 8GB Card (SDX-VS-008G-A101)

San Disk 16GB Card (SDX-VS-016G-A101)

BP-U30  
Lithium-ion Battery Pack 
(28 Wh)

BP-U60 
Lithium-ion Battery Pack 
(56 Wh)

BC-U1 
Battery Charger 
(for BP-U30/U60)

VCL-EX0877 
0.8x Wide Conversion Lens 
(for PMW-EX1)

RM-B150 
Remote Control Unit 
(for PMW-EX3)

RM-B750 
Remote Control Unit 
(for PMW-EX3)

ECM-673 
Shotgun-type Electret 
Condenser Microphone

UWP-V1 
UHF Wireless Microphone
Package

UWP-V2 
UHF Wireless Microphone
Package

UWP-V6 
UHF Wireless Microphone
Package

URX-P2 
UHF Diversity Tuner

Canon  
KH20x6.4 KRS*

Canon  
KH13x4.5 KRS*

Fujinon  
XS17x5.5BRM/BRD*

Fujinon  
XS13x3.3BRM/BRD*

Fujinon  
XS8X4AS-XB8
(EX Mount Wide-angle Lens)

Other Lens Accessory

Fujinon  ACM-21*

18

*When using 2/3-inch type lenses with the PMW-EX3 camcorder, the Fujinon ACM-21 lens mount adaptor must be used. For details, please contact the lens manufacturer.

VCT-SB1BP
Camcorder Support

HVL-LBP LED Light LC-EX1AME 
Hard Carrying Case
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Camcorder System Diagrams
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URX-P2
Wireless
Microphone Receiver
(included in UWP-V1/V2/V6
UHF Wireless Microphone Package)

PMW-EX3

PMW-EX1

1/2-inch Type Lens from
Other Manufactures

XS8X4AS-XB8
EX Mount Wide-angle Lens 
from Fujinon

BP-U30
Lithium-ion Battery Pack
(supplied)

Remote Commander
(supplied)

8-pin

RM-B150
Remote Control Unit

RM-B750
Remote Control Unit 

2/3-inch Type Lens

ACM-21
2/3-inch Type
Lens Mount Adaptor from Fujinon

L0-3830 1/2-inch Type
Lens Mount Adaptor
(supplied)

14x Zoom Lens
(supplied)

Battery Charger Battery Remote Commander

8GB

SxS PRO Memory Card

HD-SDI/SD-SDI 

HD/SD Analog Component 

SD Analog Composite

i.LINK (HDV) 

S-Video

Genlock

Timecode

HD-SDI/SD-SDI 

HD/SD Analog Component 

SD Analog Composite

i.LINK (HDV) 

BC-U1
Battery Charger/
AC Adaptor
(supplied)

16GB

ECM-673
Electret Condenser Microphone

PMW-EX
3

SxS PRO 8GB SxS PRO  16GB

1

2

T

ZOOM

PUSH SET

SHOTMARK

SUB CLIPTHUMBNAIL

PLAY/PAUSE STOP

PUSH AFREC PAUSEREC

W

.

m

z

>

M

X

xu

FFWDFREV

PREV NEXT

BP-S30

BP-U60
Lithium-ion Battery Pack

BP-S30

DC OUT
CHARGE

BATTERY CHARGER

BC-U1

0%

80
100

URX-P2
Wireless
Microphone Receiver
(included in UWP-V1/V2/V6
UHF Wireless Microphone Package)

ECM-673
Electret Condenser Microphone

Unless specified as “supplied”, all the components below are optional.
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SxS PRO 

PHU-60K 

PMW-EX1/EX3

PMW-EX1/EX3

PMW-EX1/EX3

PMW-EX1/EX3

PC with ExpressCard slot

PC with USB interface

PC with USB interface

PC with USB interface
USB 2.0 connection

USB 2.0 connection
SBAC-US10

AC Adaptor(supplied)

HD-SDI/SD-SDI or
i.LINK (HDV)

HD-SDI/SD-SDI or
i.LINK  (HDV/DVCAM) HDCAM/XDCAM HD/HDV recorder

PC with HD-SDI/SD-SDI or
i.LINK or USB interface

PC with HD-SDI/SD-SDI or
i.LINK interface

HD-SDI/SD-SDI or
i.LINK (HDV/DVCAM) or
USB 2.0 connection

USB 2.0 connection

PC with HD-SDI/SD-SDI or
i.LINK or USB interface

HD-SDI/SD-SDI or
i.LINK (HDV/DVCAM) or
USB 2.0 connection

REC LEVEL
CH-1 VIDEO INPUT

PHONES

DISPLAY MENU

TC/UB

STATUS

F REV PLAY/PAUSE
m

u
SLOT

SELECT

CH-2

iLINK

HD SDI

SD

AUDIO INPUT

PHONE LEVEL PREV
.

NEXT
>

F FWD
M

SET

A B

THUMBLAIL CANCEL
ANALOG
HD SDI
CH-1/2
HD SDI
CH-3/4

ACCESS1

STOP

x

REC

z
TOP END

PMW-EX30

REC LEVEL
CH-1 VIDEO INPUT

PHONES

DISPLAY MENU

TC/UB

STATUS

F REV PLAY/PAUSE
m

u
SLOT

SELECT

CH-2

iLINK

HD SDI

SD

AUDIO INPUT

PHONE LEVEL PREV
.

NEXT
>

F FWD
M

SET

A B

THUMBLAIL CANCEL
ANALOG
HD SDI
CH-1/2
HD SDI
CH-3/4

ACCESS1

STOP

x

REC

z
TOP END

PMW-EX30

REC LEVEL
CH-1 VIDEO INPUT

PHONES

DISPLAY MENU

TC/UB

STATUS

F REV PLAY/PAUSE
m

u
SLOT

SELECT

CH-2

iLINK

HD SDI

SD

AUDIO INPUT

PHONE LEVEL PREV
.

NEXT
>

F FWD
M

SET

A B

THUMBLAIL CANCEL
ANALOG
HD SDI
CH-1/2
HD SDI
CH-3/4

ACCESS1

STOP

x

REC

z
TOP END

PMW-EX30

HD-SDI/SD-SDI or
HDMI or
Component

LUMA™/BRAVIA™

REC LEVEL
CH-1 VIDEO INPUT

PHONES

DISPLAY MENU

TC/UB

STATUS

F REV PLAY/PAUSE
m

u
SLOT

SELECT

CH-2

iLINK

HD SDI

SD

AUDIO INPUT

PHONE LEVEL PREV
.

NEXT
>

F FWD
M

SET

A B

THUMBLAIL CANCEL
ANALOG
HD SDI
CH-1/2
HD SDI
CH-3/4

ACCESS1

STOP

x

REC

z
TOP END

PMW-EX30

PMW-EX
3

USB Reader/Writer

Hard Disk Unit 

Memory Card

PHU-60K 
Hard Disk Unit 

SxS PRO 
Memory Card

SxS PRO 
Memory Card

COMPOSITE

COMPONENT

Y/C

RGB

A-1

A-2

B-1

B-2

DVI

F1

F2

F3

F4

HD-15

CONTR OL

VOLUME

CONTRAST

PHASE

CHR OMA

BRIGHT

MENU

ENTER

ñ

+

ñ

+

ñ

+

ñ

+

ñ

+

ñ

+

RETURN

PHU-60K 
Hard Disk Unit 

Viewing and Dubbing

Ingest

Workflow Examples
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HD-SDI

Anycast Station

USB 2.0 connection

i.LINK (FAM)

HD-SDI

HD-SDI

XDCAM HD recorder

PC with Clip Browser installed Blu-ray Disc/DVD
(stored as data)Blu-ray Disc/DVD writer software required 

USB 2.0 connection

REC LEVEL
CH-1 VIDEO INPUT

PHONES

DISPLAY MENU

TC/UB

STATUS

F REV PLAY/PAUSE
m

u
SLOT

SELECT

CH-2

iLINK

HD SDI

SD

AUDIO INPUT

PHONE LEVEL PREV
.

NEXT
>

F FWD
M

SET

A B

THUMBLAIL CANCEL
ANALOG
HD SDI
CH-1/2
HD SDI
CH-3/4

ACCESS1

STOP

x

REC

z
TOP END

PMW-EX30

REC LEVEL
CH-1 VIDEO INPUT

PHONES

DISPLAY MENU

TC/UB

STATUS

F REV PLAY/PAUSE
m

u
SLOT

SELECT

CH-2

iLINK

HD SDI

SD

AUDIO INPUT

PHONE LEVEL PREV
.

NEXT
>

F FWD
M

SET

A B

THUMBLAIL CANCEL
ANALOG
HD SDI
CH-1/2
HD SDI
CH-3/4

ACCESS1

STOP

x

REC

z
TOP END

PMW-EX30

PMW-EX
3

PMW-EX1/EX3

BRC-H700/Z700

HDC-X300/X310*

PHU-60K 
Hard Disk Unit 

SxS PRO 
Memory Card

PHU-60K 
Hard Disk Unit 

SxS PRO 
Memory Card

SxS PRO 
Memory Card

MP4

PC with Clip Browser (Future release) installed

SxS PRO 
Memory Card

MXF

MP4 to MXF conversion

XDCAM Drive Unit
PDW-U1 Professional Disc™

MXF

Professional Disc

AWS-G500HD

1 2 3 4

PHU-60K 
Hard Disk Unit 

USB 2.0 connection

PHU-60K 
Hard Disk Unit 

*The HDC-X310 requires the HFU-X310 interface unit to output an HD-SDI signal.

Live Event

Archiving
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DC 12 V

+32 to +104 °F (0 to +40 °C)

-4 to +140 °F (-20 to +60 °C)

MPEG-2 Long GOP

HQ mode: VBR, maximum bit rate: 35 Mb/s, MPEG-2 MP@HL

SP mode: CBR, 25 Mb/s, MPEG-2 MP@H14

Linear PCM (2ch, 16-bit, 48-kHz)

HQ mode: 1920 x 1080/59.94i, 29.97P, 23.98P, 1280 x 720/59.94P, 29.97P, 23.98P

SP mode: 1440 x 1080/59.94i

HQ mode: 1920 x 1080/50i, 25P, 1280 x 720/50P, 25P

SP mode: 1440 x 1080/50i

Approx. 50 min. with SBP-16 (16 GB) memory card

Approx. 25 min. with SBP-8 (8 GB) memory card

Approx. 70 min. with SBP-16 (16 GB) memory card

Approx. 35 min. with SBP-8 (8 GB) memory card

14x (optical), servo/manual

f = 5.8 to 81.2 mm (equivalent to 31.4 to 439 mm on 35 mm lens)

F1.9 to F16 and Close, servo/manual selectable

1:1.9

AF/MF/Full MF selectable, 800 mm to ∞ (MACRO OFF), 

50 mm to ∞ (MACRO ON, Wide), 735 to ∞ (MACRO ON, Tele)

ON/OFF selectable, shift lens

M77 mm, pitch 0.75 mm (on lens)

3-chip 1/2-inch type Exmor Full HD CMOS

1920 (H) x 1080 (V)

F1.6 prism system

OFF: Clear, 1: 1/8ND, 2: 1/64ND

F10 (typical) (1920 x 1080/59.94i mode)

0.14 lx (typical) (1920 x 1080/59.94i mode, F1.9, +18 dB gain, with 64-frame accumulation)

54 dB (Y) (typical)

1000 TV lines or more (1920 x 1080i mode)

1/33 to 1/2000 sec.

180, 90, 45, 22.5, 11.25 degrees

2-, 3-, 4-, 5-, 6-, 7-, 8-, 16-, 32-, and 64-frame accumulation

Selectable from 1 to 60 fps as recording frame rate

Selectable from 1 to 30 fps as recording frame rate

XLR-3-pin (female) (x 2), line/mic/mic +48 V selectable

Mini D (x 1)  Y: 1.0 Vp-p, 75 Ω, Pb/Pr: 0.7 Vp-p, 75 Ω

BNC (x 1), HD-SDI/SD-SDI selectable

IEEE1394, 4-pin (x 1), HDV stream input/output, S400

Mini-B (x 1), USB 2.0 High-speed

Stereo mini-jack (x 1), -20.5 dBu (reference level output, 16 Ω load)

Monaural, 300 mW

DC jack

5-pin

XDCAM EX Camcorder Specifications
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PMW-EX1

Approx. 5 lb 4 oz (2.4 kg) (body)

Approx. 6 lb 2 oz (2.8 kg)

(with lens hood, eye cup, BP-U30 battery, one SxS PRO memory card)

7 1/8 x 7 x 12 3/8 inches (178 x 176 x 311.5 mm) without projection

Approx. 12 W (while recording, EVF On, LCD monitor Off)

Approx. 240 min. with BP-U60 battery

Approx. 120 min. with BP-U30 battery

-

AV multi (x 1)

Audio: -10 dBu (47 kΩ load, reference level)

Analog composite/YC signals: NTSC or PAL

-

-

-

-

-

-

-

PMW-EX3

Approx. 4 lb 2 oz (1.9 kg) (without lens)

Approx. 7 lb 9 oz (3.6 kg)

(with lens, lens hood, eye piece, BP-U30 battery, one SxS PRO memory card)

9 7/8  x 8 2/8 x 15 6/8 inches (250 x 210 x 400 mm)(with lens) without projection

Approx. 13.5 W (while recording, LCD viewfinder On)

Approx. 210 min. with BP-U60 battery

Approx. 100 min. with BP-U30 battery

1/2-inch EX mount

-

BNC (x1), 1.0 Vp-p, 75 Ω

Y: 1.0 Vp-p, 75 Ω unbalanced, sync negative

RCA type(CH-1,CH-2),-10 dBu (reference level), 47 kΩ

BNC (x1), 0.5 to 18 Vp-p, 10 Ω

BNC (x1), 1.0 Vp-p, 75 Ω

BNC (x1), 1.0 Vp-p, 75 Ω

-

8-pin

General

Weight

Dimensions (W x H x D)

Power requirements

Power consumption

Operating temperature

Storage temperature

Continuous operating time

Recording format Video

Audio

Recording frame rate NTSC setting

PAL setting

Recording/Playback time HQ mode

SP mode

Lens

Lens mount

Zoom ratio selectable

Focal length

Iris

Maximum relative aperture

Focus

Image stabilizer

Filter thread

Camera

Pickup device

Effective picture elements

Optical system

Built-in filters ND filter

Sensitivity (2000 lx, 89.9% reflectance)

Minimum illumination

S/N ratio

Horizontal resolution

Shutter speed

Shutter angle

Slow Shutter (SLS)

Slow & Quick Motion function 720P

1080P

Signal inputs/outputs

Audio input

A/V output

Composite output

S-Video output

Audio output

Component output

SDI output

i.LINK input/output

Timecode input

Timecode output

Genlock input

USB

Headphone output

Speaker output

DC input

Battery input

Remote
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3.5-inch* type color LCD monitor, approx. 921000 effective pixels, 640 (H) x 3 (RGB) x 480 (V), 16:9, hybrid type

Omni-directional stereo electret condenser microphone,

ExpressCard/34 (x 2)

ExpressCard compatible

Built-in viewfinder

LCD viewfinder/screen

Built-in microphone

Capsule type

Media slot

Type

Interface

Supplied accessories

*Viewable area measured diagonally.

XDCAM EX Deck Specifications

23

0.54-inch* type color LCD, 1120 (H) x 225 (V), 16:9

Lens hood (x 1), large eye cup (x 1), IR Remote Commander unit (x 1), 

USB cable (x 1), A/V connecting cable (x 1), component video cable (x 1), 

shoulder strap (x 1), operation manual (x 1),

XDCAM EX Clip Browsing software (x 1), SxS device driver software (x 1), 

BP-U30 battery (x 1), BC-U1 charger (x 1)

PMW-EX30

Approx. 4 lb 6 oz(2.0 kg) (body)

Approx. 5 lb 4 oz (2.4 kg) with AC adaptor and stand

Approx. 8 3/8 x 3 1/2 x 7 7/8 inches (210 x 88 x 200 mm)

DC 12 V

Approx. 12 W

+32 to +104 °F (5 to +40 °C)

-4 to +140 °F (-20 to +60 °C)

MPEG-2 Long GOP

HQ mode: VBR, maximum bit rate: 35 Mb/s, MPEG-2 MP@HL

SP mode: CBR, 25 Mb/s, MPEG-2 MP@H14

Linear PCM (2ch, 16-bit, 48-kHz)

HQ mode: 1920 x 1080/59.94i, 23.98P*, 1280 x 720/59.94P

SP mode: 1440 x 1080/59.94i

HQ mode: 1920 x 1080/50i, 1280 x 720/50P

SP mode: 1440 x 1080/50i

Approx. 50 min. with SBP-16 (16 GB) memory card

Approx. 25 min. with SBP-8 (8 GB) memory card

Approx. 70 min. with SBP-16 (16 GB) memory card

Approx. 35 min. with SBP-8 (8 GB) memory card

BNC(x1), 1.0 Vp-p, 75 Ω unbalanced

Y: 1.0 Vp-p, 75 Ω unbalanced, sync negative

BNC (x 3), Y: 1.0 Vp-p, 75 Ω, Pb/Pr: 0.7 Vp-p, 75 Ω

RCA type (CH-1, CH-2)

RCA type (CH-1, CH-2), -10 dBu (reference level), 47 kΩ

BNC (x 1)

BNC (x 1), HD-SDI/SD-SDI selectable

Type A 19-pin (x 1)

IEEE1394, 6pin (x 1), HDV stream input/output, DVCAM stream output, S400

Mini-B (x 1), USB 2.0 High-speed

Stereo mini-jack (x 1), 16 Ω, 30 mW

DC jack

3.5-inch** type color LCD monitor, approx. 921000 effective pixels, 640 (H) x 3 (RGB) x 480 (V), 16:9, hybrid type

ExpressCard/34 (x 2)

ExpressCard compatible

AC Adaptor (x 1), IR Remote Commander unit (x 1), 

USB cable (x 1), Stand (x 2), operation manual (x 1), 

XDCAM EX Clip Browsing software (x 1), SxS device driver software (x 1)

-

14x zoom lens (x 1), Lens hood (x 1), LO-3830 1/2-inch lens adaptor (x 1),

IR Remote Commander unit (x 1), USB cable (x 1), 

component video cable (x 1), shoulder strap (x 1), 

operation manual (x 1),XDCAM EX Clip Browsing software (x 1), 

SxS device driver software (x 1), BP-U30 battery (x 1), BC-U1 charger (x 1)

General

Weight 

Dimensions (W x H x D) 

Power requirements 

Power consumption 

Operating temperature 

Storage temperature 

Recording format Video 

Audio 

Recording frame rate NTSC setting 

PAL setting 

Recording/Playback time HQ mode

SP mode 

Signal inputs/outputs

Composite output

S-Video output

Component output

Audio input

Audio output

HD-SDI input

SDI output

HDMI output

i.LINK input/output

USB

Headphone output

DC input

LCD panel

LCD panel 

Media slot

Type

Interface

Supplied accessories

*This capability is planned to be available with future software upgrade.

**Viewable area measured diagonally.
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